
用 戶 指 南

尊敬的用戶：

您好!

非常感謝您選用我們公司的系列產品 !

為確保您更好地使用本產品，請在使用前閱讀本手冊。為避免您在使用產品的過程中出現

死機等不良現象，請儘量使用原廠配件 !

由於產品生產日期、批次不同，說明書與實際產品可能會稍有差異，具體使用時請以實物

為準 !
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一、主要功能

二、產品安裝說明

溫馨提示：請在摩托車熄火且完全停止運作後，再開始進行安裝作業，避免人員受傷或設備損壞

1：請將 DVR 固定於摩托車合適的位置（建議安裝於儲物箱內）

2：DVR 電源 ACC 從鎖頭取電，B+ 從電池 " + " 取電，負極從電池 " - " 取電

【注意 1】在佈線時，走線須遠離發熱源，調整鏡頭位置，確保鏡頭水平線與地面平行
【注意 2】DVR 安裝完成並啟動後，請確認鏡頭角度，調整至畫面顯示正常

三、產品外觀

接電源線

電源線

前攝影機
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外接盒

行車紀錄器

後攝影機
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緊急按鈕

攝影機 SD卡槽

SD卡插口

LED指示燈

SD 卡儲存
MOV 錄影格式

支援 64GB 到 256GB的
記憶卡，等級建議使用
Class 10 U3 以上，以
確保錄影順暢

前後雙錄
最大支援 2CH 1080P

星 光 夜 視 雙 鏡 H D R ，
高畫質清晰呈現每一段
行 車 影 像 ， 無 論 白 天
夜 晚 皆 能 掌 握 路 況 ，
讓您行車更安心

突發狀況一鍵應對
拍照、鎖檔錄影同步完成

騎 乘 中 可 單 鍵 操 作 ，
輕鬆拍照與鎖檔錄影，
意 外 發 生 也 不 怕 錯 失
關鍵畫面

Wi-Fi 連線功能
畫面即時觀看不漏秒

內建Wi-Fi功能，搭配
手 機 A p p 可 即 時 觀 看
行駛畫面，操作更方便

2CH

官方網站

免責說明

本產品所錄製之音訊與影像內容僅供參考與紀錄使用，相關資料請使用者自行妥善保存。

若因錄製資料造成任何爭議或法律糾紛，本公司概不負責

公司=車威視科技股份有限公司

電話=(03)3651895

地址=桃園市八德區長興路673號

APP 下載與連結

一、掃描下圖 QR CODE

二、App Store 或 Google Play 搜尋下載「魔視 Motovisio」下載安裝後進入 APP
       打開手機 WIFI 搜尋 CaraViuMoto + 流水碼，搜尋到後進入，密碼：12345678

設備名稱 : 機車行車紀錄器，型號(型式) : MT01 

 限用物質及其化學符號 

單元 

Ｕnit 

鉛 

Lead 

(Pb) 

汞 

Mercury 

(Hg) 

鎘 

Cadmium 

(Cd) 

六價鉻

Hexavalent 

chromium 

(Cr+6) 

多溴聯苯 

Polybrominated 

biphenyls(PBB) 

多溴二苯醚

Polybrominated 

diphenyl ethers 

(PBDE) 

外殼 ○ ○ ○ ○ ○ ○ 

電路板 ○ ○ ○ ○ ○ ○ 

配件 ○ ○ ○ ○ ○ ○ 

鏡頭 ○ ○ ○ ○ ○ ○ 

備考 1. 〝超出 0.1 wt %〞及〝超出 0.01 wt %〞係指限用物質之百分比含量超出百分比含量基準值。 

備考2.〝○〞係指該項限用物質之百分比含量未超出百分比含量基準值。 

備考3.〝－〞係指該項限用物質為排除項目。 

攝影機本體

鏡頭外殼螺絲擰鬆後，攝影機本體可旋轉

連接至DVR主機

金屬材質。必要的時候，微微彎曲，
在曲面的車身也可以安裝。螺絲擰鬆後，
安裝支架可調節旋轉幅度

根據安裝需求，支架的2個螺絲孔
可以用2顆螺絲固定

保護鏡頭。可以透過攝影機支架
來調整錄影角度

請撕開雙面膠的保護貼紙，
安裝在想要安裝的位置

四、攝影機安裝

1
攝影機接頭2

攝影機安裝支架4

固定安裝用的螺絲孔63M膠貼紙5

鏡頭外殼3

六、常見問題說明

1：裝置無法開機
A、請確認電源線是否插牢、接頭有無鬆動
B、確認機車電源是否正常供電

2：鏡頭無畫面顯示
A、確認主機是否正常啟動與運作
B、檢查鏡頭與主機的接頭是否連接牢固
C、取出 SD 卡，檢查是否損壞或故障

3：鏡頭畫面出現上下晃動
A、檢查鏡頭與主機的接頭是否接觸良好
B、確認鏡頭固定支架是否鬆動，建議重新調整安裝

4：將錄影檔案放入電腦播放時，出現卡頓或馬賽克
A、建議更換其他影音播放軟體（如 VLC）重試
B、可能因記憶卡速度過慢，建議使用 Class 10 U3 以上 SD 卡

五、產品規格

攝影機

解析度

鏡頭光圈

攝影機輸出

DVR主機

SoC 

影像輸入

資料儲存
 

RTC

Wi-Fi

APP

錄影格式

1080P + 1080P

F1.8

1080P@30fps

NT96565

自動偵測輸入信號格式

Micro SD 記憶卡
( 64 ~ 256 GB )

內建

IEEE802.11g / n

Android / iOS

MOV

影像元件

影像視角範圍 (FOV)

防水等級

電源 

壓縮格式

錄影功能 

格式化記憶卡

防水等級

工作溫度

硬體電子狗功能

SONY IMX307

140°  廣角

IP67

DC 9 ~ 16V

H.264 / H.265

循環錄影 / 鎖檔錄影

支援

外接指示燈 : IP67 /

主機 : IP65

-20°C ~ +70°C

支援

七、售後服務

嚴格依照《中華民國消費者權益保護法》實行售後服務內容如下：
本產品出現產品效能故障原因所列效能故障的情況，經檢測確定後，可免費享受如下服務

產品效能保障表 非保固條例
1.未經授權的維修、誤用、碰撞、疏忽、濫用、進液、事故、改動、不正確地使用配件

2.已超過保固有效期12個月

3.因不可抗力因素造成的損壞

4.不符合產品效能故障表，所列效能故障的情況

5.因人為原因導致本產品產生產品效能故障表所列效能故障

產品安全資訊
在使用本產品前請閱讀所有訓示和警告，不規範使用將會給產品或人身安全帶來損害

1.產品使用不當，容易造成產品本身受損或可能危及人身財產安全

2.消費者如因違反產品說明規定，不恰當使用產品，造成人身及財產損害，將自行承擔一切後果本公司將不承擔任何法律責任

3.非專業人員嚴禁分解本產品

4.低功率射頻器材技術規範

取得審驗證明之低功率射頻器材，非經核准，公司、商號或使用者均不得擅自變更頻率、加大功率或變更原設計之特性及功能

低功率射頻器材之使用部的影響飛航安全及干擾合法通信：經發現有干擾現象時，應立即停用並改善至無干擾時方得繼續使用

前述合法通信，指依電信管理法規定作業支無線電通信

低功率射頻器材須忍受合法通信或工業、科學及醫療用電波輻射性電機設備之干擾

應避免影響附近雷達系統之操作

性能故障

1.設備無法開機
2.鏡頭影像顯示異常



USER GUIDE

Dear Valued Customer,

Hello!

Thank you very much for choosing our company's product series!

To ensure you make the best use of this product, please read this manual before use. 
To avoid issues such as system freezes, please try to use original accessories.

Due to differences in production dates and batches, there may be slight 
discrepancies between the manual and the actual product. Please refer to the actual 
product when using it.
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1. Main Functions

2. Installation Guide

NOTICE : Please ensure the motorcycle is turned off and fully stopped before installation to avoid
                injury or equipment damage

a : Install the DVR in a suitable and secure position on the motorcycle
    ( Recommended installation location : inside the storage box )

b : The DVR gets ACC power from the ignition, B+ from the battery positive (+), and ground from the battery negative (-)
【Note 1】During wiring, keep cables away from heat sources. Adjust the camera position to ensure the lens is level and

parallel to the ground
【Note 2】After installing and powering on the DVR, check the camera angle and adjust it until the image displays correctly

3. Product Appearance

Connect the
power cable

Power Cable

Front camera 

GPS antenna

External Control Box

DVR

Rear camera

Connect the
GPS antenna
Connect the
front camera
Connect the
rear camera
Connect the
external control box

Emergency
Button

Camera SD card slot

SD card socket

LED indicator

Front and Rear
Dual Recording

Support up to 2CH 1080P

Starlight night vision dual 
HDR lenses, ensuring 
c l e a r, h i g h - q u a l i t y 
footage day and night 
for safer driving

One-touch control
Capture photos and

emergency recordings

With a single button 
while riding, ensuring you 
never miss important 
moments in an emergency.

SD Card Storage
MOV Video Format

Support memory cards 
from 64GB to 256GB. 
Class 10 U3 or higher is 
recommended to ensure 
smooth recording

Wi-Fi Connectivity
Real-time video preview

with no frame loss

Built-in Wi-Fi and mobile 
app make real-time 
viewing and control 
more convenient

2CH

Official Website

DISCLAIMER

The audio and video content recorded by this product is for reference
and recording purposes only. Users are responsible for properly storing the related data.

The company will not be held liable for any disputes or legal issues arising from the recorded data.

App download and connection

1 . Scan the QR code below

2 . Search for and download 'Motovisio' from the App Store or Google Play. After installation, open the app.
     Turn on your phone's Wi-Fi and search for 'CaraViuMoto + serial number.'
     Once found, connect and use the password : 12345678

Product：Dual-Lens Motorcycle DVR，Model ( No. )：MT01  

 Restricted Substances and Their Chemical Symbols  

Ｕnit 

 

Lead 

(Pb) 

 

Mercury 

(Hg) 

 

Cadmium 

(Cd) 

Hexavalent 

chromium 

(Cr+6) 

 

Polybrominated 

biphenyls(PBB) 

Polybrominated 

diphenyl ethers 

(PBDE) 

Housing ○ ○ ○ ○ ○ ○ 

PCB  ○ ○ ○ ○ ○ ○ 

Accessory ○ ○ ○ ○ ○ ○ 

Lens  ○ ○ ○ ○ ○ ○ 

COMPANY= CARAVISION TECHNOLOGY INC.

TEL. = +886-3-3651895

ADDRESS = NO.673, CHANGXING RD., BADE DIST., TAOYUAN CITY, TAIWAN ( R.O.C. )

Remarks 1. 〝Exceeds 0.1 wt%〞and〝Exceeds 0.01 wt%〞 means the restricted substance is above
                       the threshold.
Remarks 2.〝○〞denotes that the restricted substance content is within the limit.
Remarks 3.〝－〞denotes an exemption for this restricted substance.

Camera unit

After loosening the lens housing screw, the camera
unit can be rotated Connect to the DVR

Made of metal material, it can be installed on curved
surfaces of the vehicle. After loosening the screws,
the mounting bracket's rotation angle can be adjusted

According to the installation requirements,
the two screw holes on the bracket can be
secured with two screws

Protect the lens. The recording
angle can be adjusted through
the camera bracket

Peel off the protective backing
from the double-sided adhesive and
install it in the desired location

4. Camera Installation

1
Camera connector2

Mounting bracket4

Screw holes for mounting63M adhesive sticker5

Lens housing3

5. FAQ

1：The DVR cannot be powered on
A、Please check if the power cable is securely plugged in and if the connectors are loose
B、Check if the motorcycle's power supply is functioning properly

2：No video signal from the camera
A、Check if the DVR is properly powered on and functioning
B、Check if the connection between the camera and the DVR is secure
C、Remove the SD card and check for any damage or malfunction

3：The footage appears to be bouncing up and down
A、Check if the camera and DVR are properly connected
B、Make sure the camera bracket is secure. If loose, readjust and reinstall it

4：Video playback on the computer may stutter or show pixelation
A、It is recommended to try using a different media player, such as VLC, and check again
B、The slow speed of the memory card may be the cause. Use a Class 10 U3 or higher SD card.

5. Specifications

CAMERA

Record Resolution

Lens F No.

Video Out

DVR

SoC 

Video Input

Data Storage
 

RTC

Wi-Fi

APP

Recording Format

1080P + 1080P

F1.8

1080P@30fps

NT96565

Micro SD card
( 64 ~ 256 GB )

Built-in

IEEE802.11g / n

Android / iOS

MOV

Automatic input signal format detection

Image Sensor

Lens View Angle(FOV)

Water proof

Power 

Video Compression

Recording Mode 

Format SD Card

Water proof

Operating Temperature

Speed Camera Alert

SONY IMX307

140°  Wide Angle

IP67

DC 9 ~ 16V

H.264 / H.265

Loop recording /
File-protected recording

Support

External indicator : IP67 / 

DVR : IP65

-20°C ~ +70°C

Support

7. Service Assurance
Strictly in accordance with the Consumer Protection Act of the Republic of China ( Taiwan ),
the after-sales services are provided as follows:
If this product experiences any performance failure listed under the defined performance defects and
is confirmed through inspection, the customer is entitled to the following services free of charge

Product Failure Table Warranty Exclusions
1.Unauthorized repairs, misuse, collisions, negligence, abuse, liquid ingress, accidents, 
   modifications, or incorrect use of accessories

2.The warranty period has expired by 12 months

3.Damage caused by force majeure.

4.Cases not covered by the performance failures specified in the Product Failure Table

5.Performance failures listed in the Product Performance Failure Table caused by human factors
Product Safety Information
Please read all instructions and warnings before using this product. Improper use may cause damage to the product or pose safety risks

1.Improper use of the product may result in damage to the product itself or endanger personal and property safety

2.If the consumer violates the product instructions and uses the product improperly, resulting in personal injury or property damage, the
   consumer shall bear all consequences. The company shall not assume any legal liability.

3.Disassembly of this product by non-professionals is strictly prohibited

4.Technical specifications for low-power radio frequency equipment

Low-Power RF Equipment – Warnings & Precautions

Do not modify: Never change the frequency, increase power, or alter the original design/functions of certified equipment without approval.

Stop if interference occurs: Immediately cease use if the equipment affects aviation safety or legal communications. Resume only after the issue is resolved.

Legal communications: Refers to radio communications regulated by the Telecommunications Act.

Interference tolerance: The equipment must tolerate interference from legal communications or industrial, scientific, and medical (ISM) devices.

Radar safety: Avoid operating near radar systems to prevent disruption.

Performance Failure

1.The DVR fails to power on
2.Abnormal camera image display


